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Attention: Ghislain Beauregard

REPORT OF MECHANICAL TEST

N -

Group 1: Arcoplast GFRMC Panel 9.5mm
Spline Joint System 45° Grooves 1/8" Alternated 1" - Staggered by 1/2" on Each Short Leg Section
IPA 50/50 Water Cleaner - A-2020 Joint Prefill
A-1010 Bio-Seal Joint Finish
Sample 3" wide x 8.75" long

SUBJECT: Tensile Strength Test
METHOD: Per Client’s Instructions
INSTRUMENT: Instron 5500R with Bluehill software
RESULTS:
Specimen Max Load Tensile Extension @ Max 3
# (Ibf) Load (in) Failure Mode
1 545.0 0.073
2 564.4 0.044
3 475.0 0.063 100% Adhesive
4 604.0 0.053
5 2771 0.023
Average 493.1 0.051 -

Load vs Deflection

Specimen Label

Load [Ibf]

000 001 002 003 004 005 006 007 008
Tensile extension [in]

K chmitz, Director
aterials Testing

AN OFFICIAL COPY OF TEST REPORT WILL BE PROVIDED BY THIS LABORATORY ON REQUEST.
NOT OFFICIAL WITHOUT THE RAISED SEAL OF ST. LOUIS TESTING LABORATORIES, INC.
SEE REVERSE FOR CONDITIONS.



